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GENERAL NOTES:

CONNECT ALL CIRCUITS TO PANEL B1R2A UNLESS
NOTED OTHERWISE.

-

2. REFER TO DRAWINGS E2.10.44 AND E2.10.45 FOR 480VAC
MECHANICAL EQUIPMENT FEEDER SIZES.
3. MOTORS ARE PROVIDED WITH MECHANICAL EQUIPMENT AND
SHOWN FOR CLARITY ONLY.
SEE DRAWING E8.10.40 FOR ENLARGED PLAN OF THE
ELECTRIC ROOM.
[NOO2 |  SEE DRAWING EB.10.44 FOR POWER PLAN OF THIS AREA.
NO03]  CONNECT ALL CIRCUITS FOR FAN POWERED HOT WATER
TERMINAL UNITS TO PANEL BIR2A. (TYP. 7)
NOO4 |  INSTALL INCANDESCENT LIGHT FIXTURE IN ELEVATOR PIT,
CROUSE-HINDS FORM 200 CAT NO. VD22009 OR APPROVED EQUAL.
[NOO5 | CONNECT ALL CIRCUITS FOR FAN COIL UNITS TO PANEL
[Noos | BIR2A (TYP.).
CONNECT 120VAC, 20A, 1 PHASE CIRCUIT FOR MECHANICAL EQUIPMENT

CONTROL ENCLOSURE TO PANEL B1R2A. (ENCLOSURE PROVIDED BY OTHERS)
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